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Dimensions of Waterproof Distribution
Box Signage

Article Overview
Waterproof distribution boxes typically range from compact 4-way enclosures to
larger 36-way units, with dimensions varying by series and manufacturer, often
designed to meet IP65–IP66 standards for outdoor use.

Typical Dimensions and Configurations

• Compact Boxes (AT Series / 4–8 ways): Designed for tight spaces, these boxes often
measure approximately 200–300 mm in height, 150–250 mm in width, and 80–120
mm in depth, suitable for small residential or commercial installations .
• Medium Boxes (HT Series / 8–16 ways): Provide extra internal room for DIN rail
mounting and multiple terminals. Dimensions typically range 300–450 mm height,
250–350 mm width, and 120–180 mm depth, allowing cleaner cable routing and
integration with fuses, SPDs, or breakers .
• Large or Modular Boxes (SHPN / 36-way): Used for industrial, photovoltaic, or high-
capacity applications. These enclosures can exceed 600 mm in height, 400 mm in
width, and 200 mm in depth, with customizable internal layouts, wall thickness, and
knockout positions for cable entry .

Material and Protection

• Housing Materials: ABS for cost-effective indoor use; UV-stabilized polycarbonate
(PC) for outdoor, solar, or marine exposure .
• Ingress Protection: IP65 ensures protection against dust and low-pressure water je...

© 2026 G-Mark Power Grid Optical Communications - All rights reserved



Page 2/3

Article Content

DB4 Waterproof Distribution Box Overview

The DB4 Series Waterproof Distribution Box is designed to be waterproof, dustproof,
and UV resistant with an IP65 protection level.

IP65 Waterproof Junction Box Specs

Waterproof junction boxes IP65 Description: Plastic junction boxes with different
shapes and dimensions. Designed for cable lines

Circuit Breaker Distribution Box Electrical, Outdoor Waterproof 5 Hole ...

MAKERELE IP65 waterproof distribution protection box, made of ABS plastic, and the
use of plastic transparent cover is convenient

EXEB3 IP66 Distribution Box – Waterproof & Durable

EXEB3 waterproof IP66 distribution box ensures safe, weatherproof protection for
electrical systems in harsh indoor and outdoor

HT-8 Waterproof Distribution Box | 8 Way IP65 Side Opening

What are the overall dimensions of the HT-8 waterproof distribution box? 183 × 170
× 95 mm (L×W×H). How many circuits does the

MAKERELE 4 Way IP66 Waterproof Outdoor Circuit Breaker Distribution Box ...

The Outdoor Breaker Box Distribution Protection Box is a high-quality and durable
option for safeguarding your electrical equipment

Ex9xg Catalogue 2024

5. Application The Ex9XG series plastic distribution box is suitable for construction
sites, outdoor charging stations parking lots,

Waterproof Distribution Box

Our products boast customizable materials and dimensions, ensuring a tailored
experience. With a range of materials to choose from

Distribution box catalogue | PDF

This document provides specifications for various distribution boxes including
dimensions, mounting sizes, and number of ways. It

Plexo weatherproof boxes

Self-extinguishing 750 °C Polypropylene box Plain cover : polypropylene3
Transparent cover : polycarbonate Halogen free Class II

HA IP65 Waterproof Distribution Box | 4–54 Way
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Compare HA IP65 waterproof distribution boxes for outdoor electrical projects.
Confirm way count, enclosure size, layout, quantity

EKDB10 Durable IP65 Rated Waterproof Distribution Boxes

Discover the EKDB10 plastic waterproof distribution boxes, crafted from top-grade
ABS and PC materials. These boxes offer ample

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://gmarkconstruction.co.za
Email: sales@gmarkconstruction.co.za
Phone: +31-6-15-38-72-94
Address: Herengracht 456, 1017 BS Amsterdam, Netherlands

This document is for informational purposes only. Specifications subject to
change without notice.
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